DECON CHAMBER
PARTS LIST

4— 8 3/4” or 1° PVC pipes

8— 4 3/4" or 1" PVC pipes.

8— 3/4" or 1" PVC slip 9D elbows
16— 3/4” or 1" PVC slip "T's”

1— can of PVC pipe glue.

20" of 2 or 4 mil plastic (prefered)
1 roll duct tape

1— plastic milk crate

1— shower assembly

1— § gdllon bucket

1—- 6" M._\N..&n.w nipple

2— 1" (1/2"dia.) nipples

1— 90 threaded (1/2 dia.)

2— threaded (1/2" di .w couplings
1— sprinkler head (1/2"dia.)
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Using 3/4" or 1" PVC piping construct
a 4'x4’x8’ chamber.
You will need 8— 3/4" or 1” PVC slip 90
elbows and 16 "T's” as wel
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Cover with 2 or 4 mil plastic (preferred).
Double tape all seams

Using 2 or 4 mil (preferred
plastic create a tub or
catch basin in the bottom
to catch waste water.
Fasten the plastic to the
frame and to each side
with duct tape.

Place a plastic
milk crate inside
80 one can
stand on it and
shower without
standing In
waste water.

4-0" Double tape all seams.
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Cut a 6' long sl
on two opposite ends for exit
and entrance into the unit.

Tuck sides from top section
inside before use.

Cut a hole in the top and
inset shower assembly.

Use a ladder to fill the bucket on top
for each person that uses the chamber.

Shower Assembly

Although
this
assembly
is shown
exploded,
everything
should be
tightened
down snug
tight to
prevent
leakage.

S gallon
bucket

hole in
bucket threaded 90 O

nipple ,6" nipple

" threaded/ non—pop up
coupling sprinkler head

Use 1/2" dia. PVC nipples, 9C,
couplings, and sprinkler head.




